\ SEALANT EXPIRATION GUIDELINES
' THIS SHEET SHOULD BE USED TO DETERMINE IF SHELF UFE HAS
PROPER GLASS BLOCKING TECHNIQUES i EXPIRED. SEALANT SHELF LIFE BEGINS FROM THE DATE CODE MARKED
LEGEND | ON THE SIDE OF THE TUBE OR CARTON. DO NOT USE ANY SEALANT
: ' THAT HAS AN EXPIRED SHELF UFE. ALL SEALANTS SHOULD BE STORED
' = SETTING BLOCK AT TEMPERATURES UNDER 75' F AND LOW HUMIDITY LEVELS.
E PROPER BLOCKING TECHNIQUES FOR SETTING & EDGE BLOCKS SHOWN HERE. Bl
F;\LLEAEIEEQO%!-?OEWSL%WN IN TRUE ELEVATION. DO _NOT BLOCK GLASS TIGHT, GLASS SHOULD BE FREE TO SHORE "A" DUROMETER OF 855 oIS A v G e S R
FLOAT IN THE OPENING. THESE BLOCKING TECHNIQUES DO NOT APPLY TO ENTRANCE DOORS, R B SHOULD, . TIOHTY SEREE SO P o o )
OPERABLE WINDOWS OR VENTS. SHORE ‘A’ DUROMETER OF 5045 WHITE OR YELLOWISH AND SHOULD BE DISCARDED.
BELOW ARE THE SEALANT MANUFACTURERS CODES WITH THER
RESPECTIVE PRODUCT SHELF LIFE.
NOT REQ'D FOR SLOPED
APPLICATIONS © HIPS FOR SETTING BLOCK NOTES: GENERAL ELECTRIC
PYRAMIDS & HIPPED RIDGES ;
CODE_EXAMPLE CODE_EXPLANATION
y. 1. NO BLOCKS SHALL BE LESS THAN 4" IN LENGTH DE434 D E 43
ﬂ [] 2. SETTING BLOCKS SHALL BE POSITIONED WITH BEVELED N L —
EDGE DOWN, REFER TO APPLICABLE DETAIL CODE_CHART YEAR(1994)
A\ 3. FOR ALL GLASS TYPES REGARDLESS OF APPLICATION A = JANUARY ..OR..9f
THE SETTING BLOCK MUST SUPPORT A MIN. OF ONE B = FEBRUARY ....0R...92
) HALF THE THICKNESS OF THE OUTBOARD LITE C = MARCH  ..OR.93
| Y [ D= APRIL  ...OR..94
J E = MAY r:OR...95 SHELF LIFE OF THE FOLLOWING
=3 F = JUNE ..:OR...96 PRODUCTS ARE AS FOLLOWS:
G = JLY «.OR...97 SILPRUF 12 MONTHS
H = AUGUST ...OR..08 1200 24 MONTHS
J = SEPTEMBER ....0R...99 SIL'N 12 MONTHS
K = OCTOBER ....0R...90 SILGLAZE'N 12 MONTHS
M = NOVEMBER SS4179 PRIMER——————12 MONTHS
N = DECEMBER SSG 4000 12 MONTHS
CODE_EXAMPLE CODE._EXPLANATION
1. CiI‘;USEgPDGE BLOCKS IN PLACE USING SEALANT e & & n
2. TYPICALLY EDGE BLOCKS SHOULD HAVE A 1/8" GAP *mﬁgg o
BETWEEN BLOCK AND GLASS EDGE ~SEPT.
S [ \ \ [ [ 3. NO EDGE BLOCKS ARE REQ'D ON RECTANGULAR LITES SHELF LIFE OF THE FOLLOWING PRODUCTS ARE AS FOLLOWS:
OF FOUR-SIDED STRUCTURAL SILICONE GLAZING DOW 795 6 MONTHS
T = R - = SYSTEMS. EDGE BLOCKS ARE REQ'D FOR TWO-SIDED 1200 PRIMER ——————6 MONTHS
STRUCTURAL SILICONE SYSTEMS
" 4. NO EDGE BLOCKS ARE REQ'D AT THE TOP OF THE UTE TREMCO
CODE EXAMPLE CODE EXPLANATION
950 216 318 950 218 318
4" C245 P4851 C 24 5 P4851
o BLACK #6395 NN YEAR(1995)
i DAY OF MONTH(24th)
= i VONTHMARCH)
1/2 WIDTH ERECTOR NOTE: oo
2 . C = MARCH
9” to 19 15/16 -
* NOTE:. FORS GquG\ggR EDGE DO _NOT WALK ON GLASS. GLASS IS NOT DESIGNED i e SHELF LIFE OF THE FOLLOWING
EIBM',ENL%I(?:TE e : TO SUPPORT CONCENTRATED LOADS z " Jﬁrds PRggéJgTT:UQR:E AS FOLLOWS: T
— = EDGE BLOCKS SIM. W H = AUGUST SPECTRUM 2 12 MONTHS
TO THE SETTING @) J = SEPTEMBER DYMONIC 8 MONTHS
47 |47 4" 47 BLOCK PROCEDURES < K = OCTOBER SILICONE PRIMER $20, 21, 22 —— 8 MONTHS
TO THE LEFT. e L = NOVEMBER
20" to 25 15/16" : M = DECEMBER
¥ SIKAFLEX
T = CODE_EXAMPLE CODE_EXPLANATION
1/8" C50052L. C 50052 L
il 4" 6" ] - NUMERICAL BATCH NUMBER
6" |4 GLASS EDGE (TYPICAL) _ NOTE: IN ORDER TO DETERMINE WHAT TIME OF OF THAT YEAR (52nd BATCH)
o | < THE YEAR THE BATCH WAS MADE, YOU MUST YEAR(1995)
26" to 47 15/16 s T4, CALL THE PLANT.
i,. PHONE #(201)933-8800 (TECHNICAL SERVICES)
SHELF LIFE OF THE FOLLOWING PRODUCTS ARE AS FOLLOWS:
T SIKAFLEX 1A 9 MONTHS
= SIKAFLEX 15 WM 9 MONTHS
o = 4" 9" PRIMERS 429 & 449——8 MONTHS
e EDGE BLOCK
48" & ABOVE LOCATIONS [l
CODE EXAMPLE CODE_EXPIANATION
BLACK BLACK
: 03193 03 193-DAY OF THE YEAR(193rd)
OCATIONS Al 5 At 5—YEAR(1995)
SETTING BLOCK L SHELF LIFE OF THE FOLLOWING : PTI 707 ——————12 MONTHS
~ DRAWINGS ISSUED | : - PROJECT ACK. NUMBER
REMSIONS AL, S o | [ S| A use AL oetas ARe 12 Ful size | Naturalite /EPI, me. DU
o = UNLESS OTHERWISE NOTED LOCATION
101 CORPORATE DRIVE EXPORT, PA 15832 (412) 733-8800
MDW J-8-9, | SHOP : 3233 W. KINGSLEY ROAD GARLAND, TX 75041 (214) 278-1354 CUSTOMER Q02330
REFER TO SHEET ONE FOR S sl ol M
SUBSIDIARY OF UFACTURING ARCH /ENGR
DETAIL AND GENERAL NOTES A SUBSIDIAR “A" A COMPANY / L
, TITLE  GLASS BLOCK. & SELANT EXPIR. GUIDE |STD: EG302
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